
Plug and Play─ no configuration required !           

DD  SPSP camera technology 
from Sony permits very 
high quality Color imag-
ing unavailable until re-

cent CCD advances!  The new 534 
and compact 532 models feature 
automatic Infra-Red providing clear 
images, day or night, 24 hrs per day! 

F reelineUSA, Inc., a Colorado Corporation, 
offers the FL-USA 500 Pro Video series 

for Corporate Security managers worldwide.  
Our cameras are designed to provide un-
equaled image quality, sensitivity and ease of 
use. Easy installation using standard RG-59 
cable and  low power 12 volt DC supplies! 
Your FL-USA 500 Camera offers reliable and 
secure video surveillance for your company’s 
needs 24/7– 365 days a year. 
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Cameras that are right for you. 
Inside, outside, bright light or no light, the 
flexible FreelineUSA 500 Pro Video Series 
offers the range of video solutions you need. 

Weatherproof and robust metal design 
Built to last, FreelineUSA lathe turned and die 
cast metal cameras are physically designed for 
long life applications- 24/7– 365 days a year. 

Fixed lens ease field install and repair! 
Cameras can be easily swapped with replace-
ment unit when field maintenance is required. 
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Revised Dec-05 

FL-USA 534 
Weatherproof  Sony CCD DSP Based Camera 
  Only 4”x7”16mm Infrared FOR 50’+ IR Visibility! 

FreelineUSA’s FLUSA 500 Pro-Video Series  pro-
vide a mix of indoor and outdoor camera models 
for crisp video, long field life and easy installation.  

Takes only minutes to properly install— providing 
secure, low cost, video security immediately !   
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The WEATHERPROOF FL-USA 532 
With Integrated 3.6mm Color & Infrared 

Delivers crisp entry door coverage. 

  F R E E L I N E  U S A  

 Sony Based CCD DSP Cameras provide sharp and 
clear color images- under difficult lighting conditions.  

 Plug and Play, Simply connect via standard RG-59 
BNC Connector, provide 12 Volt DC Power, and you 
can enjoy the quality and reliability of FL-USA 500s.  
 

 Secure, NTSC based RF transmission with central-
ized IP Video option for world-wide access and control. 
 

 Low Cost, Available at prices that make your budget 
conscious CFO smile. 

FL-USA 500 Pro Video Series 
High Quality Color Video Surveillance- at prices your company can afford.  

High Quality Color 3.6mm Flush Mount! High Quality Color 3.6mm Flush Mount!   
  

Perfect for Internal hallPerfect for Internal hall--way or Office!way or Office!  
  

Blends in, appearing as a small Chrome Spot Lamp !  

Low Power– 500ma or less 12 volt External DC Power 

State of the Art– Sony based CCD/DSP Camera Sensors 

Robust – ALL METAL ALL METAL ALL METAL Camera Bodies and Brackets 

NTSC Video– Fully compatible with existing installations 
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FreelineUSA, Inc.   
9457 S University Blvd.  Suite 166  
Highlands Ranch, CO. 80126 

To configure your Surveillance System ─ 
   

Call FreelineUSA Today ! 
303 791-1405 

 

To Order ─  Call FreelineUSA Today ! 

303 791-1405 
 

BusDevp@FreelineUSA.com    
www.FreelineUSA.com 

Model 532 measures only 4” x 2” 

Model 542 is only 4” in Diameter 
Non-Obtrusive 3.6mm Flush Mount Design  
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