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DataStick(, Direct Network Sensor Eliminates Analog Wiring & Field Calibration!

DataStick Modular Sensor

The DataStick modular design provides significant cost savings and simplifies maintenance and calibration.  DataStick is a superior alternative to analog sensors in a wide range of applications including water, waste water, food, beverage, chemical, pulp & paper, and other process applications.  The DataStick system can be remotely calibrated, configured and diagnosed with any computer, HMI, or PLC through the network.
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Eliminate Field Calibration

Simply “pop in” a calibrated DataStick sensor head in the field and your process is up and running in a fraction of time it takes to field calibrate instruments.  No more fumbling around with solutions and other calibration materials at the process, efficiently calibrate heads in your office or lab.

Efficient Commissioning

The DataStick sensor body automatically detects sensor head type connected and configures itself to send data through the communications protocol module.  

Guaranteed High Accuracy

The DataStick sensor head sensor head digitizes the sensor value using precision 24 bit analog to digital conversion.    Signal loss or electrical interference from analog wiring is eliminated.

DCS Accuracy for PLC/PC Systems

The DataStick delivers 24 bit accuracy, equal or better than most DCS and process instruments.  Sensor values can be read directly into Programmable logic controllers and PCs without conversion or scaling. 

Lightning Fast Maintenance

DataStick hot swappable sensor heads mean fast replacement by simply changing sensor heads without rewiring.  DataStick’s factory calibrated sensor heads are plug-and-play unlike other sensors requiring lengthy calibration.  MRO inventory is reduced since Network Interface Modules and DataStick Bodies are common to all sensor heads.

Eliminate Loop Power Supplies

The cost associated with precision isolated 4-20 ma loop power supplies is eliminated and  system accuracy is improved.  The DataStick is powered with network power or 9-30 VDC standard control panel power supplies.
DCS Accuracy for PLC/PC Systems

DataStick enables programmable controllers, industrial PCs, and commercial PCs to perform in a wide range of applications by providing the accuracy of DCS sensor interfaces.  Leveraging industrial sensor networks the DataStick to insure error free analog data values sensor values can be read directly into Programmable logic controllers and PCs without conversion or scaling.  The DataStick delivers 24 bit accuracy, equal or better than most DCS and process instruments.  


[image: image2]
DataStickTM sensors are designed for continuous industrial use and can be configured by the customer to measure any analytical parameter using a family of interchangeable sensor heads.
The electronics inside the DataStick automatically detects the type of sensor head connected to it and configures itself to send calibrated data to programmable controllers (PLC) and computerized control systems through the user selected communications protocol.  
The DataStick’s’ measurement architecture eliminates the requirement for intermediate analyzers or transmitter boxes to  reduces system costs, increase accuracy, faster installation, and eliminates the need to configure measurement scales after installation. 

AquaSensors offers standard fitting shapes/sizes for common mounting applications; AquaSensors engineers can custom design the DataStickTM body to fit any shape or size of fitting.   Sensor bodies are available in CPVC, 316 Stainless Steel, PEEK® and other materials.
DataStick
www.aquasensors.com

Local Representative
pH 		  Conductivity


ORP		  Turbidity


Suspended Solids   DO


Resistivity	   Ozone


Temperature on All Sensors 





Pipe Mounting


Sanitary Fittings


Submersible


Insertion


NOTE: Consult Factory for Other Requirements.
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DataStick Sensor Heads 





Mounting Options
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Universal Sensor Body





Network Interface Modules





Lowest Total Cost of Ownership
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Standard PLC Network Interface Cards





Standard HMI Drivers


Standard OPC Servers
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