
2012, February 22
data subject to change

First recipient of the L
Prize ® from U.S.
DOE
Award Winning LED Bulb

Philips Award-winning LED Bulb is the efficient, LED
alternative to a standard 60 watt incandescent A19 bulb
with 800 lumens. The unique bulb design provides omni-
directional light with only 10 watts of power.

Benefits
• Assembled in USA
• Energy saving and long life properties- lasts 30 times longer and

saves 50 watts when compared to a standard 60W incandescent
• Emits virtually no UV/IR light in the beam
• Contains no mercury
• 3-year limited warranty
• Commercially available February 2012

Features
• 30,000-hour rated average life+

• Superior color rendering with 92 CRI (color rendering index)
• Provides soft, white light with 940 lumens
• Smooth dimming to 10% of full light levels*

• Remote phosphor (yellow) disappears when energized



Related products

L Prize Winning LED

Dimensional drawing

L Prize Winning LED
Product C (Norm) C1 (Max) D (Norm) D1 (Norm)

LED 10W E26 2700K 120V A19 DIM 122 4.807 69 2.719

General Characteristics

Order
code

Full
product
name

Cap-
Base

Bulb Bulb
Finish

Rated
Avg. Life
(Hours)

Rated
Avg. Life
(Hours)

929000209704 10A19/LPRIZE-
PRO/2700-900
DIM 10/1

E26 A19 - 30000 30000

General Characteristics
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Installation diagrams

26

E26

Light Technical Characteristics

Order code Full product name Color Code Beam Angle Approximate
Lumens

CRI Color Temp.
(Kelvin)

Rated Luminous Flux

929000209704 10A19/LPRIZE-PRO/2700-900 DIM 10/1 WW 0 900 90 2700 900

Light Technical Characteristics

Electrical Characteristics

Order code Full product name Wattage Voltage Dimmable
929000209704 10A19/LPRIZE-PRO/2700-900

DIM 10/1
10 120 Yes

Electrical Characteristics
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