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TriO Console Specifications

• Triangular center console with lift-up top 
and wire management access openings 

• Center console finished with highpressure 
laminate and semi-rigid PVC edge trim

• Sides of center console finished in 
melamine with edge trim

• Shelf inside the console has wire  
management opening 

• 3 (three) 12” wire wonders for cable  
management, black

• Center console sides are 18” wide

• Height of center console is 33”

TriO Table Specifications

• 3 (three) permanently attached tables plus center console create a “station”

• 3 (three) 2” column legs (14 gauge steel) with levelers. 

• Table tops finished with highpressure laminate and semi-rigid PVC edge trim

• Table height 29”  

• Assembled station is 60”, 72” or 84” diameter.

Power Convenience Outlets:  
3 (three) Cove units, black,  
each with 1 power receptacle (120 
VAC, spill resistant) 2 USB charging 
ports (2.1A, 11W, 5V/DC) and 108” 
power cord
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TRIO-60RND29-CXX TriO Station, 60” diameter |  8 users
TRIO-72RND29-CXX TriO Station, 72” diameter | 10 users
TRIO-84RND29-CXX TriO Station, 84” diameter | 14  users
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TriO Advantages
 
Technology users can power up from six power outlets and 6 USB power outlets. Additional 
technology can be stored in the center column with convenient cable management. AV 
technology stored in the console may be access from locking vented doors in the base, or 
from the hinged top.

TriO’s three table top sections suggest groupings for team work, but also imply privacy in the 
context of a digital commons area. This encourages focus and engagement, with flexibility of 
purpose on the fly.

Available in three popular sizes.  If you need some help finding the right selection and size 
for your space, contact the SMARTdesks Design Team and get some ideas—and a floor plan 
without cost or obligation.


