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EPDM RUBBER ROOFING 

EXCELLENT OZONE & CHEMICAL RESISTANCE 

SOLID RUBBER, SYNTHETIC MATERIAL. 

EPDM RUBBER ROOFING - Technical Specification Data 

EPDM RUBBER ROOFING  EPDM Rubber roofing is a  non-
reinforced Ethylene Propylene Diene Monomer (EPDM) based 
elastomeric homegenous root coverings. These roofing 
membranes may be used or new single-ply root construction 
and re-roofing applications.  These membranes are available 
in widths of up to 50 (15 m) and lengths of up to 200 (60 
m). All membranes are dusted. EPDM Roofing is a non-
reinforced membrane and is Fire Retardant (FR) specially 
formulated to inhibit spread of flame and meet or exceed 
code body testing criteria for the fire retardant roofing mem-
branes. 

SEE FOLLOWING PAGES FOR TECHNICAL DATA BULLETIN 

PO BOX 171 
Shippensburg, PA 17257 
Phone: 866.834.8606 
Fax: 888.440.5797 
E-mail: info@rubbersheetroll.com 

www.facebook.com/Rubber-Sheet-Roll

www.twitter.com/rubbersheetroll

TECHNICAL DATA SHEET 

COLOR: BLACK 
SURFACE: SMOOTH 
TEMPERATURE RANGE NOMINAL:  - 49º F TO 240º F  
TENSILE NOMINAL: 1600  PSI 
TEAR STRENGTH NOMINAL: 200 LB FT 3  

ELONGATION NOMINAL: 480 %  

RUBBER SHEET ROLL 
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Dusted Non-Reinforced EPDM Membrane

Features and Benefits 
• Meets lightweight requirements 
• Provides a monolithic assembly 
• No special equipment required or installation 
• EPDM has more than 45 years at proven performance 
• Ability to be installed over a variety of decks 
• Membranes are available in widths at up to 50 and lengths at up to 200 or 
faster installations and less seaming 
• Fully adhered application allows for installation on any roof slope 
• Ballasted applications provide excellent fire protection for the insulation and 
deck, superior energy efficiency, and the ability to perform as a “Cool Roof”. 

EPDM rubber roofing membranes are typically utilized in Fully Adhered Roofing 
Systems.  Fully Adhered Roofing System: insulation is mechanically attached or 
adhered to the roof deck.  
The rubber membrane is then rolled into place and broomed down.  

Rubber Sheet Roll can supply complete installation guide and products upon 
request. 
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