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NEW LED LIGHT GUIDES FROM GLT EMIT LIGHT FROM BOTH TOP AND BOTTOM SURFACE WITH CUSTOM DISTRIBUTION PROFILES
Brecksville, OH, February 25, 2014 – Global Lighting Technologies (GLT), the world leader in edge-lit, LED-based light guides for general illumination, has introduced a new light guide that produces distinct customized emission patterns of light from the top and bottom surface.  
This enables lighting fixtures to emit light upward and downward using a single light guide with LEDs on one or two edges, while varying the distribution pattern from top to bottom.  As demonstrated in the images and polar plot, one such option is a light guide that will produce a “batwing” distribution in the upward direction, while maintaining a more direct distribution in the downward direction.  This distribution would allow proper illumination of a table or desk below the light guide while, at the same time, allowing the indirect lighting of the room from the upward distribution.  Other options include more Lambertian distributions downward for more diffuse lighting as well as varying output angles for the upward distribution.
GLT can also design custom light guide assemblies in a “cartridge” format based on a customer’s specific requirements, allowing them to be used as a standardized light source in a variety of fixtures.
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Caption: GLT can produce a light guide that will produce a “batwing” distribution in the upward direction, while maintaining a more direct distribution in the downward direction.
For more information, contact Global Lighting Technologies (GLT), Inc., 55 Andrews Circle, Brecksville, OH 44141. Tel: 440-922-4584; Toll-Free: 866-922-4584; Fax: 440-922-4585. E-mail: sales@glthome.com. Web: www.glthome.com.

###

About Global Lighting Technologies:

Global Lighting Technologies (GLT), Inc. was founded in 2000 to develop LED-based edge lighting technology for the latest generation of flat panel displays. GLT offers the world’s most efficient LED-based edge lighting technology as well as advanced light extraction technologies and improved manufacturing processes to provide backlighting packages for LCDs, display graphics and general illumination applications that are thinner than ever for OEMs who need to meet increasing consumer demand for smaller, slimmer size with outstanding performance and more efficient light extraction. With four manufacturing facilities in the Far East, GLT is poised to deliver a better backlight at lower cost with faster turnaround.
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