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SPECIFICATION SHEET

Job Name

Customer 

Item Number TZ2835-300WW-24V-80-5M

Quantity

SPECIFICATIONS

LED TAPE LIGHT 

COLOR TEMPERATURE 
(CCT)

3000K (WARM WHITE)

LED CHIP 2835

LEDS PER FOOT 18

LENGTH 16.4’ PER REEL

LUMEN OUTPUT +/-10% 237.80 PER FOOT

VOLTAGE 24V DC

POWER CONSUMPTION 2.9W PER FOOT

CURRENT 0.12 AMPS PER FOOT

MAX RUN/DRIVER XXX FEET/3 24V DC

CUTTABLE EVERY 6 LEDS OR 4” 

VIEWING ANGLE 120 °

DIMENSIONS 0.31”W X 0.06”H

OPERATING TEMPERATURE -22 °F TO 140 °F

WEIGHT .3 LBS PER REEL

MOUNTING 3MVHB4991 BOND

CONNECTORS 8MM CONNECTIONS

POWER SUPPLY REQUIRED (6-300W)

ENVIRONMENT INDOOR

CERTIFICATIONS

WARRANTY 5 YEARS

www.ledlightinginc.com 
sales@ledlightinginc.com

LED Lighting Inc.’s TSHL2835-300 is a high luminosity, 
dimmable zig-zag tape light which provides illumination 
solutions in many applications including curved lighting
applications.

WATTS 
(PER FT)

LUMENS
 (PER FT)

R9 EFFICACY CRI BIN

2.9 237.80 80 82 80 29G

HIGH LUMINOSITY
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