
80-30-00127-001 X12

A unique wheelchair-accessible, electric vehicle equipped with KLD 

Energy Technologies oneDRIVE™ system that delivers performance, 

reliability, and safety in a stress-tested space frame chassis.  

info@kenguru.com

Top Speed 

Acceleration

Range

Hill Climbing

Battery

Vehicle Curb Weight

Gross Vehicle Weight

25+ mph† /40+ kph† 

0-25 mph/0-40 kph in 5 sec.

50 mi @ 25 mph/80 km@ 40 kph

20+ %

6 kWh/48v

1100 lbs/500 kg

1550 lbs/700 kg

Pre-production estimated data. Actual results will vary depending on vehicle specifications. 

kenguru.com

You’re already in
THE DRIVER’S SEAT

FEATURES

SPECS

100% electric

Innovative KLD oneDRIVE™ system

Lithium ion batteries

Up to 5-yr. limited warranty

Low operating costs

Stress-tested space frame chassis

Accessible by manual and power wheelchairs

Remote-controlled entry/exit

Wheelchair Dock & Lock

Two side emergency exit doors

Electric heating and ventilation system

Rear parking sensors and backup camera

Bluetooth-operated multimedia system

Handsfree phone system

Push-button parking brake

Standard hand control system

Available in pastel or metal paint

Wireless charging

† Speed adjusted by software based on state regulations for low-speed vehicles.
Interior

MSRP $24,995
Wireless charging option at $2,995  

FINANCING AVAILABLE



Kenguru Technical Data Standard Equipment

Proprietary lightweight, high-strength 
space-frame chassis for safety

Headliner with interior light

Speakers

12V — socket

USB — socket

Bluetooth sound system

Handsfree calling

Reverse light

Third brake light

Power assisted steering

Electric parking brake (EPB)

Aluminum safety cell (space frame)

Seat belt system

Steering lock device

Wheelchair Dock & Lock

Rear view camera

Rear parking sensor

Three-speed windshield wiper

P/R/N/D (Park/Reverse/Neutral/Drive)

Onboard battery charger

Charging cable

Storage area

Jump seat

Electric heating & ventilation system

Air conditioning

Heated rear window

Power windows

Speed indicator

Odometer

Tripmeter

Clock, display time

Drive status indicator

Battery level indicator

Remaining range indicator

Charge status indicator
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Drive Mode

Transmission

Engine Type

Motor rated peak output

Max. torque at stall

Front wheel drive

Proprietary direct drive

KLD oneDRIVE TM Electric Motors

16.5 kW

540 Nm/400 ft-lbs

Battery technology

Range

Charging

CO2 — Emissions

Lithium ion

50 mi/80 km

Onboard charger

None

Frame

Front suspension

Rear suspension
   

Braking system

Tires

Steering system

Aluminum space frame

MacPherson

Independent by rocking arms with springs and
shock absorbers

Hydraulic

175/60/R16

Rack steering

Dimensions & Weights

Length/Width/Height

Wheelbase

Vehicle curb weight

Gross vehicle weight

114/60/59 in      2918/1520/1500 mm

74 in/1875 mm

1100 lbs/500 kg

1550 lbs / 700 kg

Chassis

Battery

Propulsion System

80-30-00127-001 X12

Drive from wheelchair


